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body, and an area of the protruded end of the conductive gel
that is in contact with other structures (e.g., packaging sub-
strates or circuit structures) is increased, thereby strengthen-
ing the bonding of the conductive gel and reliability of the
interposer.
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FIG. 1 (PRIOR ART)
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FIG.3G'
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1
METHOD OF FABRICATING PACKAGING
SUBSTRATE HAVING A THROUGH-HOLED
INTERPOSER

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a divisional of copending application
U.S. Ser. No. 13/845,625, filed on Mar. 18, 2013, being issued
as U.S. Pat. No. 8,981,570 with an issue date of Mar. 17,2015,
which claims under 35 U.S.C. §119(a) the benefit of Taiwan-
ese Application No. 101126991, filed Jul. 26, 2012, the entire
contents of which are incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

This invention relates to through silicon via techniques,
and, more particularly, to a through-holed interposer, a pack-
aging substrate, and methods of fabricating the same.

2. Description of Related Art

With the rapid development of the electronic industry, elec-
tronic products are produced to be light-weighted and low-
profiled and have various functionalities. FIG. 1 is a cross-
sectional view of a flip-chip package structure 1 according to
the prior art.

As shown in FIG. 1, the package structure 1 comprises a
packaging substrate 10 having a first surface 10a and a second
surface 105. Flip-chip soldering pads 100 are disposed on the
first surface 10a of the packaging substrate 1 and electrically
connected to electrode pads 120 of a semiconductor chip 12
through solder bumps 11. An underfill 13 is formed between
the first surface 10a of the packaging substrate 10 and the
semiconductor chip 12 and encapsulates the solder bumps 11.
Ball implanting pads 101 are disposed on the second surface
105 of the packaging substrate 10, and are electrically con-
nected through solder balls 14 to another electronic device
(not shown) such as a printed circuit board.

As the semiconductor chip 12 is developed to have a criti-
cal dimension less than 45 nm, an extreme low-k dielectric
(ELK) or ultra low-K (ULK) dielectric material is employed
in a back-end of line (BEOL). However, the low-k dielectric
material is porous and fragile. As a result, the semiconductor
chip 12 is easily cracked due to too great the difference
between the thermal expansion coefficients (CTE) of the
packaging substrate 10 and the semiconductor chip 12.

With the demands of lighter, smaller electronic products,
the semiconductor chip 12 is required to have a high layout
density in nano-meter scale, and pitches among electrode
pads 120 also become smaller and smaller. However, the
pitches of the flip-chip soldering pads 100 of the packaging
substrate 10 is in micro-meters. Although the semiconductor
chip 12 having a high density layout has come to the market,
no packaging substrate is available to cooperate with the
semiconductor chip 12.

Therefore, how to overcome the problems of the prior art is
becoming one of the most popular issues in the art.

SUMMARY OF THE INVENTION

In view of the above-mentioned problems of the prior art,
an interposer is disposed between a packaging substrate and a
semiconductor additionally. The interposer has through-sili-
con vias (TSVs) and a redistribution layer (RDL) formed on
the TSVs. One end of each of the TSV is connectable to a
flip-chip soldering pad of the package structure that has a
greater pitch, and the redistribution layer is electrically con-
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2

nected to electrode pads of the semiconductor chip that have
smaller pitches. Therefore, the packaging substrate can carry
the semiconductor chip that has a high layer density.

The present invention provides a through-holed interposer,
comprising: a board body having opposing first and second
surfaces and a plurality of through holes connecting the first
surface and the second surface; a conductive gel formed in
each of the through holes and having a first end protruded
from the first surface of the board body; and a circuit redis-
tribution structure disposed on the second surface of the board
body and a second end of the conductive gel and electrically
connected to the second end of the conductive gel.

Given the above, in the through-holed interposer the first
end of the conductive gel protrudes from the first surface of
the board body, and an area of the first end of the conductive
gel that is in contact with other structures (e.g., packaging
substrates or circuit structures) is increased, thereby strength-
ening the bonding of the conductive gel and reliability of the
interposer.

The present invention further provides a packaging sub-
strate, including: an interposer having opposing first and sec-
ond surfaces and a plurality of conductive gels interconnect-
ing the first surface and the second surface, wherein each of
the conductive gels has opposing first and second ends, such
that the first end protrudes from the first surface of the inter-
poser, and a circuit redistribution structure is disposed on the
second surface of the interposer and electrically connected to
the second ends of the conductive gels; a encapsulating layer
that encapsulates a periphery of the interposer and the first
surface; and a circuit built-up structure disposed on the encap-
sulating layer above the first surface of the interposer and
electrically connected to the first ends of the conductive gels.

Given the above, in the packaging substrate the interposer
is embedded in the encapsulating layer, in order to reduced
the thickness of the overall package structure. Since the inter-
poser and a silicon wafer have similar or the same CTE, the
reliability of thermal cycling test is improved. As compared
with the flip-chip packaging substrate of the prior art, dispos-
ing a semiconductor chip on an interposer of the packaging
substrate improves the reliability of electronic products.

The present invention also provides methods of fabricating
the through-holed interposer and the packaging substrate,
which are detained in the following paragraphs.

BRIEF DESCRIPTION OF DRAWINGS

The invention can be more fully understood by reading the
following detailed description of the preferred embodiments,
with reference made to the accompanying drawings, wherein:

FIG. 11is a cross-sectional view of a flip-chip semiconduc-
tor package structure according to the prior art;

FIGS. 2A to 2H are cross-sectional views illustrating a
method of fabricating a through-holed interposer according
to the present invention, wherein FIG. 2H' shows a different
embodiment from FIG. 2H;

FIG. 21 is a cross-sectional view of a subsequent applica-
tion of a through-holed interposer according to the present
invention; and

FIGS. 3A to 3] are cross-sectional views illustrating a
method of fabricating a through-holed interposer according
to the present invention, wherein FIG. 3G' shows a different
embodiment from FIG. 3G.

DETAILED DESCRIPTION OF THE INVENTION

The following illustrative embodiments are provided to
illustrate the disclosure of the present invention, these and
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other advantages and effects can be apparently understood by
those in the art after reading the disclosure of this specifica-
tion. The present invention can also be performed or applied
by other different embodiments. The details of the specifica-
tion may be on the basis of different points and applications,
and numerous modifications and variations can be devised
without departing from the spirit of the present invention.

FIGS. 2A to 2H are cross-sectional views illustrating a
method of fabricating a through-holed interposer 2 according
to the present invention.

As shown in FIG. 2A, a board body 20 has opposing first
surface 20a and second surface 205, and a first protection
layer 200a and a second protection layer 2005 are formed on
the first surface 20q and the second surface 205, respectively.

In an embodiment, the board body 20 is made of a semi-
conductor material, such as single crystalline silicon, poly-
crystalline silicon, and gallium arsenide, or made of an insu-
lating material, such as glass and ceramic, such as Al,O; or
AlIN.

As shown in FIG. 2B, a plurality of through holes 200
connecting the first surface 20a and the second surface 205 of
the board body 20 and extending to the first protection layer
200q and the second protection layer 2005 are formed.

As shown in FIG. 2C, a conductive gel 21 is formed in each
of'the through holes 200. The conductive gel 21 has opposing
first end 21a and second end 215.

In an embodiment, the conductive gel 21 is formed by
applying and filling, and is made of copper or composite
copper (e.g., electroless copper and copper gel).

Ifthe board body 20 is made of the semiconductor material,
an insulating layer such as silicon dioxide may be formed on
hole walls of the through holes 200, and then the conductive
gel 21 is formed.

As shown in FIG. 2D, the first protection layer 200qa is
removed, allowing the first end 214 of the conductive gel 21
to protrude from the first surface 20a of the board body 20.

As shown in FIG. 2E, a first circuit redistribution structure
22 is formed on the first surface 204a of the board body 20 and
the first end 21a of the conductive gel 21, and is electrically
connected to the first end 21a of the conductive gel 21.

In an embodiment, the first circuit redistribution structure
22 has at least a redistribution dielectric layer 220 and redis-
tribution circuit layers 221,221' formed on the redistribution
dielectric layer 220. A portion of the redistribution circuit
layer 221' is electrically connected to the first end 21a of the
conductive gel 2.

In an embodiment, the redistribution circuit layer 221 is
embedded in the redistribution dielectric layer 220. In another
embodiment, the redistribution circuit layer 221 may be
formed on a surface of the redistribution dielectric layer 220.

In an embodiment, the first circuit redistribution structure
22 further has a plurality of redistribution conductive vias 222
formed in the redistribution dielectric layer 220 and electri-
cally connected to the redistribution circuit layer 221 and the
first end 21a of the conductive gel 21. Through the circuit
groove design, the first circuit redistribution structure 22 can
be electrically connected to the first end 21a of the conductive
gel 21 through the redistribution conductive vias 222 or the
redistribution circuit layer 221'.

In another embodiment, the first circuit redistribution
structure 22 is a multi-layer circuit, and is not limited to the
above-described single-layer circuit.

As shown in FIG. 2F, the second protection layer 2005 is
removed, allowing the second end 215 of the conductive gel
21 to be exposed from the second surface 205 of the board
body 20, and the second end 215 of the conductive gel 21
protrudes to the second surface 205 of the board body 20.
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As shown in FIG. 2G, a second circuit redistribution struc-
ture 24 is disposed on the second surface 2056 of the board
body 20 and the second end 215 of the conductive gel 21 and
is electrically connected to the second end 215 of the conduc-
tive gel 21.

In an embodiment, the second circuit redistribution struc-
ture 24 has at least a redistribution dielectric layer 240 and
redistribution circuit layers 241, 241' formed on the redistri-
bution dielectric layer 240, and a portion of the redistribution
circuit layer 241' (i.e., the innermost layer) is electrically
connected to the second end 215 of the conductive gel 21.

In an embodiment, the second circuit redistribution struc-
ture 24 further has a plurality of redistribution conductive vias
242 formed on a portion of the redistribution dielectric layer
240 and are electrically connected to the redistribution circuit
layer 241, 241'.

The innermost layer of the redistribution dielectric layer
240 has a surface flush with that of the second end 215 of the
conductive gel 21, and is in direct contact with the surface of
the second end 215 of the conductive gel 21 and electrically
connected to the second end 215 of the conductive gel 21.
Therefore, the innermost layer of the redistribution circuit
layer 241' can be still electrically connected to the second end
215 of the conductive gel 21, without going through the
redistribution conductive vias 242. Alternatively, the inner-
most layer of the redistribution dielectric layer 240 has a
surface lower (not shown) than that of the second end 215 of
the conductive gel 21, and the second end 215 of the conduc-
tive gel 21 is embedded (not shown) in the innermost layer of
the redistribution circuit layer 241'.

In another embodiment of the second circuit redistribution
structure, the redistribution circuit layer can be embedded in
the redistribution dielectric layer.

As shown in FIG. 2H, a singulation process is performed
along a cutting line L. shown in FIG. 2G, to obtain a plurality
of through-holed interposers 2.

As shown in FIG. 2H', a copper gel, after formed in the
shape of a pillar, generally has a porous structure. Medicinal
liquid is likely to be remained in the porous structure and
affect the conductivity quality. In another embodiment, prior
to the process of forming the first circuit redistribution struc-
ture 22 shown in FIG. 2E, a surface treatment layer 210 can be
formed on the first end 21a of the conductive gel 21, to cover
the porous structure.

In an embodiment, the surface treatment layer 210 is
greater than 3 um in thickness, and the surface treatment layer
210 is made of Electroless Nickel/Immersion Gold (Ni/Au),
Electroless Nickel/Immersion Gold (ENIG), Electroless
Nickel Electroless Palladium Immersion Gold (ENEPIG), or
copper electroless or electroplating.

As shown in FIG. 21, a package structure is formed by
applying the present invention. A semiconductor chip 4 is
bonded by first solder bumps 40, and electrically connected to
conductive pads 243 disposed on the outermost side of the
second circuit redistribution structure 24 of the through-holed
interposer 2. Conductive pads 223 disposed on the outermost
side of the first circuit redistribution structure 22 of the
through-holed interposer 2 are electrically connected to a
packaging substrate (not shown) via second solder bumps 25.

In an embodiment, the through-holed interposer 2,2' is
disposed between the packaging substrate and the semicon-
ductor chip 4, allowing the bottom end of the through-holed
interposer 2,2'to be electrically connected through the second
solder bumps 25 to soldering pads disposed on the packaging
substrate that have a greater pitch, and the conductive pads
243 of the second circuit redistribution structure 24 to be
electrically connected through the first solder bumps 40 to
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electrode pads disposed on the semiconductor chip 4 that
have a smaller pitch. A underfill (not shown) is suggested to
fills between the semiconductor chip 4 and the through-holed
interposer 2,2', and between the through-holed interposer 2,2
and the packaging substrate, allowing the packaging substrate
to be combined with the semiconductor chip 4 that has elec-
trode pads in a high layout density. With the through-holed
interposer 2,2', the problem of the shortage of a suitable
packaging substrate is solved, and the IC industry does not
need to change its original supply chain and infrastructure.

By disposing the semiconductor chip 4 on the through-
holed interposer 2,2' and with the same or similar coefficients
of thermal expansions (CTE) (i.e., 2.6 ppm) of the through-
holed interposer 2,2' and the semiconductor chip 4, the first
solder bumps 40 between the semiconductor chip 4 and the
through-holed interposer 2,2' are prevented to be cracked.
Therefore, disposition of the semiconductor chip 4 on the
through-holed interposer 2,2' increases the product reliabil-
ity, as compared with the flip-chip packaging substrate
according to the prior art.

With the first end 21a of the conductive gel 21 that is
protruded from the first surface 20a of the board body 20, an
area of the first circuit redistribution structure 22 that is in
contact with the first end 21a of the conductive gel 21 is
increased, and a bonding force between the conductive gel 21
and the first circuit redistribution structure 22 is increased
accordingly. For example, the first end 21a of the conductive
gel 21 can be embedded into the redistribution circuit layer
221’ or the redistribution conductive vias 222. Therefore, the
reliability of the through-holed interposer 2,2' in enhanced.

Since the second end 216 of the conductive gel 21 is also
protruded from the second surface 205 of the board body 20,
an area of the second circuit redistribution structure 24 that is
in contact with the second end 215 of the conductive gel 21 is
also increased. Accordingly, a bonding force between the
conductive gel 21 and the second circuit redistribution struc-
ture 24 is increased, and the reliability of through-holed inter-
poser 2,2' is enhanced.

The present invention further provides a through-holed
interposer 2,2'. As shown in FIG. 2H, through-holed inter-
poser 2,2' comprises a board body 20, a plurality of conduc-
tive gels 21, a first circuit redistribution structure 22 and a
second circuit redistribution structure 24.

The board body 20 has opposing first surface 20a and
second surface 205, and a plurality of through holes in com-
munication with the first and second surfaces 20a, 205.

The conductive gels 21 are formed in the through holes
200. Each of the conductive gels 21 has opposing firstend 21a
and second end 215. The first end 21a of the conductive gel 21
protrudes from the first surface 20a of the board body 20, and
the second end 215 of the conductive gel 21 protrudes from
the second surface 206 of the board body 20. In another
embodiment, a surface treatment layer 210 is formed on first
end 21a of the conductive gel 21.

The first circuit redistribution structure 22 is disposed on
the first surface 20a of the board body 20 and the first end 21a
of'the conductive gel 21. The first circuit redistribution struc-
ture 22 has at least a redistribution dielectric layer 220, redis-
tribution circuit layers 221,221' formed on the redistribution
dielectric layer 220, and a plurality of redistribution conduc-
tive vias 222 formed in the redistribution dielectric layer 220
and electrically connected to a portion of the redistribution
circuit layer 221. A portion of the redistribution circuit layer
221' is electrically connected to the first end of the conductive
gel. A portion of the redistribution circuit layer 221 is elec-
trically connected through the redistribution conductive vias
222 to the first end 21a of the conductive gel 21. In an
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embodiment, the redistribution circuit layers 221,221' are
embedded in the redistribution dielectric layer 220.

The second circuit redistribution structure 24 is disposed
onthe second surface 205 of the board body 20 and the second
end 215 of the conductive gel 21. The second circuit redistri-
bution structure 24 has at least a redistribution dielectric layer
240, redistribution circuit layers 241, 241' formed on the
redistribution dielectric layer 240, and a plurality of redistri-
bution conductive vias 242 formed on a portion of the redis-
tribution dielectric layer 240 and electrically connected to the
redistribution circuit layers 241, 241'. A portion of the redis-
tribution circuit layer 241' is electrically connected to the
second end 2156 of the conductive gel 21.

FIGS. 3A to 3] are cross-sectional views illustrating a
method of fabricating a packaging substrate 3 according to
the present invention.

As shown in FIG. 3A, a board body 30 having opposing
first surface 30a and second surface 304 is provided. The
board body 30 has a protection layer 300a on the first surface
30a.

Then, a plurality of through holes 300 are formed to inter-
connect the first and second surfaces 30a, 305 of the board
body 30 and extend to the protection layer 300a.

In an embodiment, the board body 30 can be made of a
material described in the previous embodiments.

As shown in FIG. 3B, a conductive gel 31 is formed in each
of the through holes 300, and has opposing first end 31a and
second end 315.

In an embodiment, the conductive gel 31 is applied and fills
each of the through holes 300. The second end 314 of the
conductive gel 31 is flush with the second surface 305 of the
board body 30.

As shown in FIG. 3C, a circuit redistribution structure 34 is
disposed on the second surface 305 of the board body 30, to
form an interposer plate including a plurality of interposers
3a. The circuit redistribution structure 34 is electrically con-
nected to the second end 316 of the conductive gel 31.

In an embodiment, the circuit redistribution structure 34
has at least a redistribution dielectric layer 340, and redistri-
bution circuit layers 341,341' formed on the redistribution
dielectric layer 340. A portion of the redistribution circuit
layer 341’ (i.e., the innermost layer) is electrically connected
to the second ends 315 of the conductive gels 31.

The circuit redistribution structure 34 further has a plural-
ity of redistribution conductive vias 342 formed in the redis-
tribution dielectric layer 340 and electrically connected to the
redistribution circuit layers 341,341'.

The surfaces of the second ends 315 of the conductive gels
31 are flush with the second surface 3056 of the board body 30,
and the innermost layer of the redistribution circuit layer 341'
is in direct contact with the surfaces of the second ends 315 of
the conductive gels 31 and electrically connected to the sec-
ond ends 315 of the conductive gels 31. Therefore, the inner-
most layer of the redistribution circuit layer 341' can be still
electrically connected to the second ends 315 of the conduc-
tive gels 31, with passing through the redistribution conduc-
tive vias 342.

In an embodiment, the redistribution circuit layer can be
embedded in the redistribution dielectric layer.

As shown in FIG. 3D, a singulation process is performed
along the cutting line of the interposer plate (i.e., a cutting line
denoted by S shown in FIG. 3C), to separate the interposer
plate to obtain a plurality of interposers 3a.

As shown in FIG. 3E, the interposers 3a are disposed on
two opposing sides 5a, 56 of a carrier 5, with the circuit
redistribution structure 34 facing the carrier 5. Then, the
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protection layer 300a is removed, allowing the first ends 31a
of'the conductive gels 31 to protrude from the first surface 30a
of the interposer 3a.

In an embodiment, the interposers 3a disposed on the same
side 5a, 5b of the carrier 5 are spaced at an interval D.

As shown in FIG. 3F, a encapsulating layer 33 is formed on
the carrier 5 to encapsulate a periphery and the first surface
30a of each of the interposers 3a.

As shown in FIGS. 3G to 3H, a circuit built-up structure 32
is disposed on the encapsulating layer 33 correspondingly
above the first surface 30a of each of the interposers 3a, to
form two sets of packaging substrate panels 3. The circuit
built-up structure 32 is electrically connected to the first ends
31a of the conductive gels 31.

In an embodiment, the circuit built-up structure 32 has at
least a built-up dielectric layer 320, a built-up circuit layer
321 formed on the built-up dielectric layer 320, and a plurality
of built-up conductive vias 322 formed in the built-up dielec-
tric layer 320 and electrically connected to the built-up circuit
layer 321.

A portion of the built-up circuit layer 321" is further embed-
ded in the encapsulating layer 33, as shown in FIG. 3G,
allowing the circuit built-up structure 32 to be electrically
connected to the first ends 31a of the conductive gels 31
through the built-up circuit layer 321' of the encapsulating
layer 33. In another embodiment, the surfaces of the first ends
31a of the conductive gels 31 can be flush with the surface of
the encapsulating layer 33 by reducing the thickness of the
encapsulating layer 33 shown in FIG. 3F in the process, and
the built-up circuit layer 321" can be formed on the surface of
the encapsulating layer 33 and electrically connected to the
first ends 31a of the conductive gels 31 when the circuit
built-up structure 32 is fabricated, as shown in FIG. 3G".

In an embodiment, the built-up circuit layer 321 is embed-
ded in the built-up dielectric layer 320. In another embodi-
ment, the built-up circuit layer 321 can be formed on the
surface of the built-up dielectric layer 320.

The circuit built-up structure 32 and the circuit redistribu-
tion structure 34 are fabricated by different processes. The
circuit built-up structure 32 is fabricated by equipment that
fabricate a panel including a plurality of packaging substrate
units, while the circuit redistribution structure 34 is fabricated
by equipment that fabricate a semiconductor wafer including
a plurality of semiconductor dies.

As shown in FIG. 31, the carrier 5 is removed, to obtain a
packaging substrate panel composed of a plurality of pack-
aging substrates 3b. A singulation process is performed on
packaging substrate panel along a cutting line Y so as to
separate the packaging substrate units 35 to obtain a plurality
of packaging substrates 3.

As shown in FIG. 3], an application of a package structure
according to the present invention is provided. In subsequent
processes, at least a semiconductor chip 4 is bonded and
electrically connected through solder bumps 41 to a portion of
a surface (i.e., flip-chip pads) of an outermost side of the
redistribution circuit layer 341 of the circuit redistribution
structure 34 of the packaging substrate 3, and a portion of a
surface (i.e., ball implanting pads) of the outermost side of the
built-up circuit layer 321 of'the circuit built-up structure 32 of
the packaging substrate 3 is electrically connected through
solder balls 35 to an electronic device such as a printed circuit
board (not shown).

In the present invention, since the interposer 3a is embed-
ded in the encapsulating layer 33, the overall thickness of the
packaging substrate 3 is reduced.
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Besides, since the packaging substrate 3 is electrically
connected to the interposer 3a through the circuit built-up
structure 32, the fabrication cost is reduced and the electrical
property is improved.

Moreover, since the interposer 3a and the silicon wafer
have the same or similar CTEs, the reliability of thermal cycle
test after packaging is enhanced. Therefore, the disposition of
the semiconductor chip 4 on the interposer 3a of the packag-
ing substrate 3 increases the reliability of a product, as com-
pared with the flip-chip packaging substrate according to the
prior art.

Since the first end 31a of the conductive gel 31 protrudes
from first surface 30a of the interposer 3a, the built-up circuit
layer 321' of the circuit built-up structure 32 is in direct
contact with the first end 31a of the conductive gel 31, without
using the built-up conductive vias 322 to be in contact with
the first end 31a of the conductive gel 31, Therefore, the via
alignment process is omitted and the fabrication period is
shortened. Also, the via offset and poor electrical connection
problems are thus solved. Accordingly, the packaging sub-
strate 3 embedded with the interposer 3a according to the
present invention has improved reliability and reduced fabri-
cation cost.

The present invention further provides a packaging sub-
strate 3, As shown in FIG. 3], the packaging substrate 3
comprises an interposer 3a, a encapsulating layer 33 and a
circuit built-up structure 32.

The interposer 3a has opposing first surface 30a and sec-
ond surface 305, and a plurality of conductive gels 31 inter-
connecting the first and second surfaces 30a, 305. Each of the
conductive gels 31 has opposing first end 31a and second end
31b, The first end 31a of the conductive gel 31 protrudes from
the first surface 30a of the interposer 3a, The interposer 3a has
a circuit redistribution structure 34 disposed on the second
surface 305 and electrically connected to the second end 316
of the conductive gel 31.

In an embodiment, the circuit redistribution structure 34
has at least a redistribution dielectric layer 340, redistribution
circuit layers 341,341' formed on the redistribution dielectric
layer 340, and a plurality of redistribution conductive vias
342 formed in the redistribution dielectric layer 340 and
electrically connected to the redistribution circuit layers 341,
341'. The innermost layer of redistribution circuit layer 341' is
electrically connected to the second end 315 of the conductive
gel 31.

The encapsulating layer 33 encapsulates a periphery of the
interposer 3a and the first surface 30a of the interposer 3a. In
other words, the interposer 3a is embedded in the encapsu-
lating layer 33.

In an embodiment, the encapsulating layer 33 encapsulates
a top surface of the first end 31a of the conductive gel 31. In
another embodiment, the top surface of the first end 31a of the
conductive gel 31 is exposed from a surface of the encapsu-
lating layer 33. For example, the surface of the firstend 31a of
the conductive gel 31 is flush with a surface of the encapsu-
lating layer 33.

The circuit built-up structure 32 is disposed on a encapsu-
lating layer 33 correspondingly above the first surface 30a of
the interposer 3a and electrically connected to the first end
31a of the conductive gel 31.

In an embodiment, the circuit built-up structure 32 has at
least a built-up dielectric layer 320, a built-up circuit layer
321 formed on the built-up dielectric layer 320, and a plurality
of built-up conductive vias 322 formed in the built-up dielec-
tric layer 320 and electrically connected to the built-up circuit
layer 321. The built-up circuit layer 321" is further embedded
in the encapsulating layer 33 and electrically connected to the
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first end 31a of the conductive gel 31 and the built-up con-
ductive vias 322. In another embodiment, the built-up circuit
layer 321" is formed on a surface of the encapsulating layer 33
and electrically connected to the first end 31a of the conduc-
tive gel 31.

In the through-holed interposer, the packaging substrate
and methods of fabricating the through-holed interposer and
the packaging substrate, the first end of the conductive gel
protrudes from the first surface of the interposer. Therefore,
the through-holed interposer and the packaging substrate has
improved reliability.

Since the through-holed interposer (or interposer) is com-
bined with the semiconductor chip and the through-holed
interposer and the semiconductor chip has the same CTEs, the
solder bumps disposed between the semiconductor chip and
the through-holed interposer are prevented to be cracked, and
a produce having the through-holed interposer has improved
reliability.

Through the design of the through-holed interposer (or
interposer), the first circuit redistribution structure (or a cir-
cuit built-up structure) is electrically connected to soldering
pads of a packaging substrate, and the second circuit redistri-
bution structure (or a circuit redistribution structure) is elec-
trically connected to electrode pads of the semiconductor
chip that have smaller pitches. Therefore, the packaging sub-
strate can be combined with a semiconductor chip having
electrode pads arranged in a high layout density.

Since the interposer is embedded in the encapsulating layer
to form a packaging substrate embedded with the interposer,
the overall thickness of the package structure is reduced.

The foregoing descriptions of the detailed embodiments
are only illustrated to disclose the features and functions of
the present invention and not restrictive of the scope of the
present invention. It should be understood to those in the art
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that all modifications and variations according to the spirit
and principle in the disclosure of the present invention should
fall within the scope of the appended claims.

What is claimed is:

1. A method of fabricating a packaging substrate, compris-
ing:

providing at least a board body having opposing first and

second surfaces and a protection layer formed on the first
surface;

forming a plurality of through holes interconnecting the

first surface and the second surface of the board body
and extending to the protection layer;

forming in the through holes a plurality of conductive gels

each having opposing first and second ends;
forming on the second surface of the board body a circuit
redistribution structure electrically connected to the sec-
ond ends of the conductive gels, so as to form an inter-
poser plate including a plurality of interposers;

separating the interposer plate to obtain the plurality of
interposers and removing the protection layer, to allow
the first ends of the conductive gels to protrude from the
first surface of each of the interposers;

forming a encapsulating layer that encapsulates a periph-

ery and the first surface of each of the interposers; and
forming on the encapsulating layer above the first surfaces

of the interposers a circuit built-up structure electrically

connected to the first ends of the conductive gels.

2. The method of claim 1, further comprising disposing the
interposers on a carrier facing the circuit redistribution struc-
tures before removing the protection layer, removing the car-
rier after forming the circuit built-up structure, and then per-
forming a singulation process to form a plurality of packaging
substrates.



